
BS6 P2
Phase2 Ready

SAB KUCH UTHAYE.
HAR DIN JITAYE.

SAMAJHDAARI KA
NAAM INTRA

BADI GAADI
Loading area 2 690 mm x 
1 620 mm (8.8 ft. x 5.3 ft.) 

2 690 mm

BADI KAMAI
Rated payload of 1 300 kg

1 300 kg

BADI TAAKAT
52 kW (70hp) power and 

best-in-class gradeability

BADI PERFORMANCE
Leaf spring suspension (5 leaves 

in the front and 8 in the rear)

BADA AARAM
Electronic power-assisted 

steering (EPAS)

BADI BACHAT
Best-in-class fuel efficiency 

(Gear shift advisor + Eco switch)



INTRA V30 BSVI

Engine 4 Cylinders, 1 497 cm3 DI Engine
Max Engine Output 52 kW @ 4 000 r/min (70 hp)

Max Torque 160 Nm @ 1 750-2 750 r/min

Max GVW 2 565 kg
Payload 1 300 kg

Overall Length 4 460 mm
Wheelbase 2 450 mm

Ground Clearance 170 mm
Cargo Box Dimensions (lxb) 2 690 mm x 1 620 mm (8.8 ft. x 5.3 ft.)

Min TCR 5 250 mm

Type Electronic power assisted steering

Suspension Front Semi-elliptical leaf springs - 5 leaves
Suspension Rear Semi-elliptical leaf springs - 8 leaves

Front Hydraulic disc brake
Rear Drum 254 mm dia Rear with LCRV

Engine

Dimensions 

Steering

Brakes

Weights

Suspension

Tyre Details 185 R14 8PR Size

Tyres

Diesel Tank 35 L

Tank Capacity

Warranty 2 years / 72 000 km

Warranty

https://smalltrucks.tatamotors.com
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E X T R A  F E A T U R E S  F O R  E X T R A  C O M F O R T

Ergonomic
Cabin

Digital
Instrument Cluster

Comfortable
Seating

Eco Mode


